REGOLAZIONE DRIVER ALVIT

Regolazioni di flusso/Dimming options
Regulierung des lichtstromes/Réglages de flux

Posizione standard = 1. Per modificare posizione

agire sul rotary switch come in figura

Standard position = 1. Um das Position zu andern,
drehen Sie bitte den Rotary Switch wie in dem Bild gezeigt

Standard position = 1. To change position

act on the rotary switch as shown

Position standard = 1. Agir sur rotary switch
pour le modifier selon I'image
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C = profile 3 / 350mA
T1: MID -Oh /
reduction 70%

D = profile 2 / 350mA
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reduction 70%

E = profile 1 / 350mA

F =1-10V/ 700mA
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Posizione standard/Standard position : ON OFF OFF OFF

Corrente Ty Ts Riduzione Profilo  Posizione dip-switc
1 2 3 4

700mA -3h +5h 50% 4 OFF OFF OFF OFF
700mA -2h  spento 70% 2 ON OFF OFF OFF
700mA 0Oh spento 70% 3 OFF ON OFF OFF
700mA -1h spento 70% 2 ON ON OFF OFF
700mA N/A N/A 100% 1 OFF OFF ON OFF
525mA -3h +5h 50% 4 ON OFF ON OFF
525mA -2h  spento 70% 2 OFF ON ON OFF
525mA Oh spento 70% 3 ON ON ON OFF
525mA -1h spento 70% 2 OFF OFF OFF ON
525mA N/A N/A 100% 1 ON OFF OFF ON
350mA -3h +5h 50% 4 OFF ON OFF ON
350mA -2h spento 70% 2 ON ON OFF ON
350mA 0h spento 70% 3 OFF OFF ON ON
350mA -1h spento 70% 2 ON OFF ON ON
350mA N/A N/A 100% 1 OFF ON ON ON
260mA N/A N/A 100% 1 ON ON ON ON
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