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LIBRA 1
Dimensions: 320x320mm

Color: white

Type: wall or ceiling mounted

Shade: handmade three-layer glass TRIPLEX OPAL (matt finish)

Shade attach.: two-step clamp holders

Fixture: powder coated steel sheet

Equipment: STANDARD, LED

         

Standard
Code Type IP Source Input

[W]
Socket T

[h]
m
[kg]

Warranty
[month]

Classic
55311 IN-22NU2/232 IP44 2x40 2xE27 0,0 24
55313 E-26NU2/232 IP44 2x26 2xG24q3 0,0 24

Sensor
55312 IN-22NU2/232 HF IP44 2x40 2xE27 0,0 24

LED
Code Type IP CCT

[K]
Input
[W]

Lum. flux of
LED
[lm]

Lum. flux of
luminaire
[lm]

T
[h]

m
[kg]

Warranty
[month]

Classic
59105 LED-1L32C07NU2/232 3000 IP44 3000 19 2460 1670 3,7 60
59109 LED-1L32B07NU2/232 3000 IP44 3000 25 3230 2200 3,7 60
59605 LED-1L32C07NU2/232 4000 IP44 4000 19 2590 1760 3,7 60
59609 LED-1L32B07NU2/232 4000 IP44 4000 25 3380 2300 3,7 60

Sensor
59106 LED-1L32C07NU2/232 HF 3000 IP44 3000 19 2460 1670 3,7 60
59110 LED-1L32B07NU2/232 HF 3000 IP44 3000 25 3230 2200 3,7 60
59606 LED-1L32C07NU2/232 HF 4000 IP44 4000 19 2590 1760 3,7 60
59610 LED-1L32B07NU2/232 HF 4000 IP44 4000 25 3380 2300 3,7 60

Dimmable
59107 LED-1L32C07NU2/232 DALI 3000 IP44 3000 19 2460 1670 3,7 60
59111 LED-1L32B07NU2/232 DALI 3000 IP44 3000 25 3230 2200 3,7 60
59607 LED-1L32C07NU2/232 DALI 4000 IP44 4000 19 2590 1760 3,7 60
59611 LED-1L32B07NU2/232 DALI 4000 IP44 4000 25 3380 2300 3,7 60
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Code Type IP CCT
[K]

Input
[W]

Lum. flux of
LED
[lm]

Lum. flux of
luminaire
[lm]

T
[h]

m
[kg]

Warranty
[month]

Emergency combined
59114 LED-1L32C07NU2/232/NK1W 3000 IP44 3000 19 2460 1670 3 3,7 60
59116 LED-1L32B07NU2/232/NK1W 3000 IP44 3000 25 3230 2200 3 3,7 60
59614 LED-1L32C07NU2/232/NK1W 4000 IP44 4000 19 2590 1760 3 3,7 60
59616 LED-1L32B07NU2/232/NK1W 4000 IP44 4000 25 3380 2300 3 3,7 60

Emergency combined + sensor
59115 LED-1L32C07NU2/232/NK1W HF 3000 IP44 3000 19 2460 1670 3 3,7 60
59117 LED-1L32B07NU2/232/NK1W HF 3000 IP44 3000 25 3230 2200 3 3,7 60
59615 LED-1L32C07NU2/232/NK1W HF 4000 IP44 4000 19 2590 1760 3 3,7 60
59617 LED-1L32B07NU2/232/NK1W HF 4000 IP44 4000 25 3380 2300 3 3,7 60

Two-circuits
59113 LED-1L32B07NU2/232 2/1 3000 IP44 3000 25 3230 2200 3,7 60
59613 LED-1L32B07NU2/232 2/1 4000 IP44 4000 25 3380 2300 3,7 60

Corridor
59108 LED-1L32C07NU2/232 DALI HF CORR 3000 IP44 3000 19 2460 1670 3,7 60
59112 LED-1L32B07NU2/232 DALI HF CORR 3000 IP44 3000 25 3230 2200 3,7 60
59608 LED-1L32C07NU2/232 DALI HF CORR 4000 IP44 4000 19 2590 1760 3,7 60
59612 LED-1L32B07NU2/232 DALI HF CORR 4000 IP44 4000 25 3380 2300 3,7 60


